
Mezclador monomando de baño empotrado a pared 
con teleducha
Colección Tubo: pureza en la forma y función; grifería con una estética 
elegante y pura. Perfecta para un diseño de baño contemporáneo. Fabricada 
en Inglaterra a partir de técnicas tradicionales.

• 	 Presión minima: 7,25psi

Cromado brillante (ver foto)

Mitigeur bain mural avec douchette
Collection Tubo – pureté des formes et des fonctions ; robinetterie 
élégante avec un design épuré. Parfaite pour des salles de bains au design 
contemporain. Fabriquée en Angleterre à l’aide de techniques traditionnelles.

•	 Pression minimum: 7,25psi

Chromé (voir photo)

Tubo 21

VA/1181/03/June17

Tubo wall mounted bathtub mixer  
with shower attachment
Tubo collection – purity of form and function; elegant brassware with a sleek 
aesthetic. Perfect for contemporary bathroom design. Made in England using 
traditional techniques.

•	 Minimum pressure: 7.25psi

Polished chrome (shown)

TU-21-PC  	 Polished chrome, Chromé, Cromado brillante

TU-21-BN	 Brushed nickel, Nickel mat, Níquel satinado
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US 7.25psi minimum, 14.50psi recommended
FR 7,25psi Minimum 14,50psi empfohlen
ES Minimum 7,25psi, 14,50psi recommandée

Pressure (psi) 7.25 14.50 21.75 29.00 43.51 58.00 72.52
Flow (gpm)* 4.242.94 5.23 6.04 7.39 8.54 10.46
*Through Bath Filler

Handles Shown in OFF position
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