
Columna de ducha termostática con teleducha
Colección Tubo: pureza en la forma y función; grifería con una estética elegante y pura. 
Perfecta para un diseño de baño contemporáneo. Fabricada en Inglaterra a partir de 
técnicas tradicionales.

•	 Incluye una rociador de forma media luna de 8” y anticalcáreo

•	 Presión minima: 7.25psi

Cromado brillante (ver foto)

Colonne de douche thermostatique murale avec douchette
Collection Tubo – pureté des formes et des fonctions ; robinetterie élégante avec un design 
épuré. Parfaite pour des salles de bains au design contemporain. Fabriquée en Angleterre à 
l’aide de techniques traditionnelles.

•	 Dispose d’une pomme de douche de 8” de diamètre en forme de croissant avec  
	 picots doux pour un nettoyage facile

•	 Pression minimum: 7.25psi

Chromé (voir photo)

Tubo 20

VA/1181/01/March16

Tubo thermostatic wall mounted shower mixer with  
hand held attachment
Tubo collection – purity of form and function; elegant brassware with a sleek aesthetic. 
Perfect for contemporary bathroom design. Made in England using traditional techniques.

•	  Features an 8” crescent-shaped shower head with rub clean nozzles

•	 Minimum pressure: 7.25psi

Polished chrome (shown)

volcanic limestone baths

TU-20-PC  	 Polished chrome, Chromé, Cromado brillante

TU-20-BN	 Brushed nickel, Nickel mat, Níquel satinado

Massachusetts Code: File No. Pending 

cUPC listing (ASME & CSA) by IAPMO:  
File No. Pending



volcanic limestone baths

Tubo 20Tubo 20 TU-20-**

*All measurements subject to +/- 5% tolerance
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Massachusetts Code: File No. Pending

cUPC listing (ASME & CSA) by IAPMO: File No. Pending

Pressure (psi) 7.25 14.50 21.75 29.00 43.51 58.00 72.52
Rose Flow* (gpm)
Handset Flow* (gpm)

1.42 1.95 1.97 2.00 2.00 2.00 2.00
1.40 1.90 2.00 2.00 2.00 2.00 2.00

*restricted to 2.00 gpm

Tubo 20
US
FR
ES

7.25psi minimum, 14.50psi recommended
Minimum 7,25 psi, 14,50 psi recommandée
Mínimo 7,25 psi, 14,50 psi recomendado

Handles Shown in OFF position

   1015mm
40”

Max

   960mm
37¾”
Max

   1035mm
40¾”
Max

SLOW

Ø30-35mm
11⁄8”-13⁄8”

½” NPT

150mm
6”

215mm
8½”

251mm
97⁄8”

358mm
141⁄8”

32mm
1¼”

390mm
153⁄8”

Ø40mm
15⁄8”

1.25m Hose

*All measurements subject to +/-5% tolerance

Tubo 17 TU-17-**

*All measurements subject to +/- 5% tolerance
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Pressure (psi) 7.25 14.50 21.75 29.00 43.51 58.00 72.52
Flow (gpm)* 1.040.75 1.20 1.20 1.20 1.20 1.20
*Restricted to 1.20 gm

17.5˚

Tubo 17
US 0.5bar minimum, 1.0bar recommended
FR Minimum 0,5 bar, 1,0 bar recommandée
ES Mínimo 0,5 bar, 1.0bar recomendado

Ø63mm
2½”

100mm
4”

55mm
21⁄8”

1/2” NPT

1/2” NPT

58mm
2¼”

40mm
15⁄8”

15mm
5⁄8”

hc

162mm
63⁄8”

177mm
7”

56mm
2¼”

Directional Outlet

Massachusetts Code: File No. P1-0815-15

cUPC listing (ASME & CSA) by IAPMO: File No. 8086

EPA Watersense High E�ciency Lavatory Faucet by IAPMO: File No. 9106 

IAPMO Green, CAL Green , LEED 2009 : File No. G-9107

Lead Free listing (Safe Drinking Water Act & California Health & Safety Code) by IAPMO: File No. 8251

Drinking Water listing (NSF 61) by IAPMO: File No. N-8292

CEC Appliance E�ency Program: Pending
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